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Addendum No. 2

Dear Contractor:

This addendum is being issued to the contract for construction on State highway in ORANGE AND RIVERSIDE
COUNTIES NEAR CORONA AND YORBA LINDA FROM 0.3 KM WEST OF ORANGE/RIVERSIDE COUNTY LINE
TO 0.1 KM WEST OF STATE ROUTE 91/71 SEPARATION.

Submit bids for this work with the understanding and full consideration of this addendum.  The revisions declared in this
addendum are an essential part of the contract.

Bids for this work will be opened on March 18, 2004.  The original bid opening date was previously postponed
indefinitely under Addendum No. 1 dated March 9, 2004.

This addendum is being issued to set a new bid date as shown herein, and to revise the Project Plans and the Notice to
Contractors and Special Provisions.

Project Plan Sheet 1 is revised as follows:  Revised Standard Plan T2 is added to the Index of Sheets as sheet 18A.

Project Plan Sheet 18A is added.  A half-sized copy of the added sheet is attached for addition to the project plans.

In the Special Provisions, in the "NOTICE TO CONTRACTORS," the seventh paragraph is revised as follows:

"At the time this contract is awarded, the Contractor shall possess either a Class A license or one of the
following Class C licenses: C-32."

In the Special Provisions, Section 10-1.10, "TEMPORARY PAVEMENT DELINEATION," is replaced as attached.

In the Special Provisions, Section 10-1.16, "INSTALL SIGN OVERLAY," the fifth paragraph is revised as follows:

"The contract unit price paid for install sign overlay shall include full compensation for furnishing all
labor, materials (except sign overlays), tools, equipment, and incidentals, and for doing all the work
involved in installing sign overlay panels on existing signs (including fastening hardware), as shown on the
plans, as specified in the Standard Specifications and these special provisions, and as directed by the
Engineer."
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To Proposal and Contract book holders:

Indicate receipt of this addendum by filling in the number of this addendum in the space provided on the
signature page of the proposal.

Submit bids in the Proposal and Contract book you now possess.  Holders who have already mailed their
book will be contacted to arrange for the return of their book.

Inform subcontractors and suppliers as necessary.

This office is sending this addendum by UPS overnight mail to Proposal and Contract book holders to ensure that each
receives it.  A copy of this addendum and the modified wage rates are available for the contractor's use on the Internet Site:

http://www.dot.ca.gov/hq/esc/oe/weekly_ads/addendum_page.html

If you are not a Proposal and Contract book holder, but request a book to bid on this project, you must comply with the
requirements of this letter before submitting your bid.

Sincerely,

ORIGINAL SIGNED BY

REBECCA D. HARNAGEL, Chief
Office of Plans, Specifications & Estimates
Office Engineer

Attachments



10-1.10  TEMPORARY PAVEMENT DELINEATION
Temporary pavement delineation shall be furnished, placed, maintained, and removed in conformance with the

provisions in Section 12-3.01, "General," of the Standard Specifications and these special provisions.  Nothing in these
special provisions shall be construed as reducing the minimum standards specified in the Manual of Traffic Controls
published by the Department or as relieving the Contractor from his responsibility as provided in Section 7-1.09, "Public
Safety," of the Standard Specifications.

GENERAL
Whenever the work causes obliteration of pavement delineation, temporary or permanent pavement delineation shall be

in place prior to opening the traveled way to public traffic.  Laneline or centerline pavement delineation shall be provided at
all times for traveled ways open to public traffic.  On multilane roadways (freeways and expressways), edgeline delineation
shall be provided at all times for traveled ways open to public traffic.

Work necessary, including required lines or marks, to establish the alignment of temporary pavement delineation shall be
performed by the Contractor.  Surfaces to receive temporary pavement delineation shall be dry and free of dirt and loose
material.  Temporary pavement delineation shall not be applied over existing pavement delineation or other temporary
pavement delineation.  Temporary pavement delineation shall be maintained until superseded or replaced with a new pattern
of temporary pavement delineation or permanent pavement delineation.

Temporary pavement markers and removable traffic tape which conflicts with a new traffic pattern or which is applied to
the final layer of surfacing or existing pavement to remain in place shall be removed when no longer required for the
direction of public traffic, as determined by the Engineer.

TEMPORARY LANELINE AND CENTERLINE DELINEATION
Whenever lanelines are obliterated, the minimum laneline delineation to be provided shall be temporary raised pavement

markers placed at longitudinal intervals of not more than 7.3 m.  The temporary raised pavement markers shall be the same
color as the laneline or centerline the markers replace.  Temporary raised pavement markers shall be, at the option of the
Contractor, one of the temporary pavement markers listed for short term day/night use (14 days or less) or long term
day/night use (6 months or less) in "Prequalified and Tested Signing and Delineation Materials" of these special provisions.

Temporary raised pavement markers shall be placed in conformance with the manufacturer's instructions and shall be
cemented to the surfacing with the adhesive recommended by the manufacturer, except epoxy adhesive shall not be used to
place pavement markers in areas where removal of the markers will be required.

Temporary laneline delineation consisting entirely of temporary raised pavement markers placed on longitudinal
intervals of not more than 7.3 m shall be used on lanes open to public traffic for a maximum of 14 days.  Prior to the end of
the 14 days, the permanent pavement delineation shall be placed.  If the permanent pavement delineation is not placed within
the 14 days, additional temporary pavement delineation shall be provided at the Contractor's expense.  The additional
temporary pavement delineation to be provided shall be equivalent to the pattern specified for the permanent pavement
delineation for the area, as determined by the Engineer.

Full compensation for furnishing, placing, maintaining, and removing the temporary raised pavement markers used for
temporary laneline including the signing specified for and for providing equivalent patterns of permanent traffic lines for
these areas when required shall be considered as included in the contract prices paid for the temporary  pavement markers
and no separate payment will be made therefor.

TEMPORARY EDGELINE DELINEATION
Whenever edgelines are obliterated on multilane roadways (freeways and expressways), the edgeline delineation to be

provided for that area adjacent to lanes open to public traffic shall consist of, at the option of the Contractor, either solid
100-mm wide traffic stripe of the same color as the stripe the temporary edgeline delineation replaces or shall consist of
traffic cones, portable delineators or channelizers placed at longitudinal intervals not to exceed 30 m.

Traffic stripe (100-mm wide) placed for temporary edgeline delineation, which will require removal, shall consist of
temporary removable construction grade striping and pavement marking tape listed in "Prequalified and Tested Signing and
Delineation Materials" of these special provisions.  Temporary removable construction grade striping and pavement marking
tape when used shall be applied in conformance with the manufacturer's recommendations.  Where removal of the 100-mm
wide traffic stripe will not be required, painted traffic stripe used for temporary edgeline delineation shall conform to Section
84-3, "Painted Traffic Stripes And Pavement Markings," of the Standard Specifications, and the number of coats shall be, at
the option of the Contractor, either one or 2 coats.

CONTRACT NO. 08-0E3604
REPLACED PER ADDENDUM NO. 2 DATED MARCH 11, 2004



The lateral offset for traffic cones, portable delineators or channelizers used for temporary edgeline delineation shall be
determined by the Engineer.  If traffic cones or portable delineators are used as temporary pavement delineation for
edgelines, the Contractor shall provide personnel to remain at the project site to maintain the cones or delineators during
hours of the day that the cones or delineators are in use.

Channelizers used for temporary edgeline delineation shall be the surface mounted type and shall be orange in color.
Channelizer bases shall be cemented to the pavement in the same manner provided for cementing pavement markers to
pavement in "Pavement Markers" of these special provisions, except epoxy adhesive shall not be used to place channelizers
on the top layer of pavement.  Channelizers shall be, at the Contractor's option, one of the surface mount types (900 mm)
listed in "Prequalified and Tested Signing and Delineation Materials" of these special provisions.

Temporary traffic stripe (paint) will be measured and paid for in the same manner specified for paint traffic stripe
(1-coat) and paint pavement marking (1-coat) in Section 84-3.06, "Measurement," and Section 84-3.07, "Payment," of the
Standard Specifications.

Full compensation for furnishing, placing, maintaining, and removing temporary edgeline delineation shall be considered
as included in the contract prices paid for the temporary traffic stripe (paint) and no separate payment will be made therefor.
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